Introduction

This service manual describes the service procedures for
the SK50M.

This Model Specific Manual includes every service
procedure that is of a specific nature to this particular
model. Basic service procedures that are common to
other Honda Motorcycles/Motor Scooters/ATVs are
covered in the Common Service Manual. This Model
Specific Service Manual should be used together with
the Common Service Manual in order to provide
complete service information on all aspects of this
scooter.

Follow the Maintenance Schedule (Section 3)
recommendations to ensure that the vehicle is in peak
operating condition. Performing the first scheduled
maintenance is very important. It compensates for the
initial wear that occurs during the break-in period.

Sections 1 and 3 apply to the whole scooter. Section 2
illustrates procedures for removal/installation of
components that may be required to perform service
described in the following sections.

While Sections 4 through 17 describe parts of the
scooter, grouped according to locations.

Find the section you want on this page, then turn to the
table of contents on the first page of the section.

Most sections describe the service procedure through
system illustration. Refer to the next page for details on
how to use this manual.

If you don’t know the source of the trouble, go to
section 18 TROUBLESHOOTING.

ALL INFORMATION, ILLUSTRATIONS, DIRECTIONS
AND SPECIFICATIONS INCLUDED IN  THIS
PUBLICATION ARE BASED ON THE LATEST PRODUCT
INFORMATION AVAILABLE AT THE TIME OF APPROVAL
FOR PRINTING. HONDA MOTQR CO., LTD, RESERVES
THE RIGHT TO MAKE CHANGES AT ANY TIME WITHOUT
NOTICE AND WITHOUT INCURRING ANY OBLIGATION
WHATEVER. NO PART OF THIS PUBLICATION MAY BE
REPRODUCED WITHOUT WRITTEN PERMISSION. THIS
MANUAL IS WRITTEN FOR PERSONS WHO HAVE
ACQUIRED BASIC KNOWLEDGE OF MAINTENANCE ON
HONDA MOTORCYCLES.

HONDA MOTOR CO., LTD.
SERVICE PUBLICATIONS OFFICE
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Important Safety Notice

RAAMNINIEY Indicates a strong possibility of severe personal injury or death if instructions are not followed.
CAUTION: Indicates a possibility of equipment damage if instructions are not followed.
NOTE: Gives helpful information.

Detailed descriptions of standard workshop procedures, safety principles and service operations are not included. It is
important to note that this manual contains some warnings and cautions against some specific service methods which
could cause PERSONAL INJURY to service personnel or could damage a vehicle or render it unsafe. Please understand
that those warnings could not cover all conceivable ways in which service, whether or not recommended by Honda,
might be done or of the possibly hazardous consequences of each conceivable way, nor could Honda investigate all
such ways. Anyone using service procedures or tools, whether or not recommended by Honda, must satisfy himself
thoroughly that neither personal safety nor vehicle safety will be jeopardized by the service methods or tools selected.




How to Use This Manual

Finding Information You Need = l‘

« This manual is divided into sections which cover each of
the major components of the motorcycle. . [T ] i <
To quickly find the section you are interested in, the first ',
page of each section is marked with a black tab that lines 1 1

up with one of the thumb index tabs before this page. '|
The first page of each section lists the table of contents !
within the section.
Read the service information and troubleshooting related
) to the section before you begin working. .

* An index of the entire book is provided in the last chapter
to directly locate the information you need.

Note on the Explanation Method of This Manual

* The removal and installation of parts are for the most part illustrated by large and clear illustrations that should provide the
reader with visual aid in understanding the major point for servicing.

The system illustrations are augmented by callouts whose numbers or fetters indicate the order in which the parts should

be removed or installed.

The sequence of steps represented numerically are differentiated from the ones represented alphabetically to notify the

reader that they must perform these steps seperately.

For example, if the steps prior and up to camshaft removal are performed with the engine installed, but the subsequent

steps like cylinder head removal require engine removal, the callouts are grouped in numerical and alphabetical orders.

The illustrations may contain symbol marks to indicate necessary service procedures and precautions that need to be

taken. Refer to the next page for the meaning of each symbol mark.

Aiso in the illustration is a chart that lists information such as the order in which the part is removed/installed, the name of

the part, and some extra notes that may be needed.

Step by step instructions are provided to supplement the illustrations when detailed explanation of the procedure is neces-

sary or illustrations alone would not suffice. .

Service procedures required before or after the procedure described on that particular page, or inspection/adjustment pro-

cedures required following the installation of parts, are described under the title Requisite Service.

Standard workshop procedures and knowledge covered in the Common Service Manual are abbreviated in this manual.
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Symbols

The symbols used throughout this manual show specific service procedures. If supplementary information is required pertain-
ing to these symbols, it would be explained specifically in the text without the use of the symbols.

Replace the part(s) with new one(s) before assembly.

Use special tool

AL

Use optional tool. Use the same procedure you use to order parts.

Torque specification. 10 N-m (1.0 kg-m, 7.2 ft-Ib)
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Use recommended engine oil, unless otherwise specified.

Use molybdenum oil solution (mixture of the engine oil and molybdenum grease with the ratio 1 : 1).

Use multi-purpose grease (Lithium based multi-purpose grease NLG! #2 or equivalent)

Use molybdenum disulfide grease {containing more than 3% molybdenum disulfide, NLGI #2 or
equivalent)
Example: Molykote® BR-2 plus manufactured by Dow Corning, U.S.A.

Multi-purpose M-2 manufactured by Mitsubishi Oil Japan

Use molybdenum disulfide paste (containing more than 40% molybdenum disulfide, NLG| #2 or
equivalent)
Example: Molykote® G-n Paste manufactured by Dow Corning, U.S.A.

Honda Moly 60 (U.S.A. only)

Rocol ASP manufactured by Rocol Limited, U.K.

Rocol Paste manufactured by Sumico Lubricant, Japan

Use silicone grease

Apply a locking agent. Use the agent of the middle strength, unless otherwise specified.

Apply sealant

Use brake fluid, DOT 3 or DOT 4. Use the recommended brake fluid, unless otherwise specified.
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Use Fork or Suspension Fluid.
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General Safety

Carbon Monoxide

If the engine must be running to do some work, make sure
the area is well ventilated. Never run the engine in an
enclosed area.

- The exhaust contains poisonous carbon monoxide
gas that can cause loss of consciousness and may
lead to death.

Brake Dust

Never use an air hose or dry brush to clean brake as-
semblies. Use a vacuum cleaner or alternate method
designed to minimize the hazard caused by airborne
asbestos fibers.

- Inhaled asbestos fibers have been found to cause
respiratory disease and cancer.

Run the engine in an open area or with an exhaust
evacuation system in an enclosed area.

Gasoline

Work in a well ventilated area. Keep cigarettes, flames or
sparks away from the work area or where gasoline is
stored.

- Gasoline is extremely flammable and is explosive
under certain conditions. KEEP OUT OF REACH
OF CHILDREN.

Hot Components

- Engine and exhaust system parts become very hot
and remain hot for some time after the engine is
run. Wear insulated gloves or wait until the engine
and exhaust system have cooled before handling
these parts.

Battery Hydrogen Gas & Electrolyte

A WARNING

- The battery gives off explosive gases: keep sparks,
flames and cigarettes away. Provide adequate
ventilation when charging.

- The battery contains sulfuric acid (electrolyte).
Contact with skin or eyes may cause severe burns.
Wear protective clothing and a face shield.

— If electrolyte gets on your skin, flush with water.

— If electrolyte gets in your eyes, flush with water
for at least 15 minutes and call a physician.

- Electrolyte is poisonous.

— If swallowed, drink large quantities of water or
milk and follow with milk of magnesia or veget-
able oil and call a physician. KEEP OUT OF
REACH OF CHILDREN.
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