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Service Information

- Gasoline is extremely flammable and is explosive under certain conditions.
+ Work in a well ventilated area. Smoking or allowing flames or sparks in the work area or where gasoline is stored
can cause a fire or explosion.

- Bending or twisting the control cables will impair smooth operation and could cause the cables to stick or bind,
resulting in loss of vehicle control.

« When disassembling fuel system parts, note the locations of the O-rings. Replace them with new ones on reassembly.
- Before disassembling the carburetor, place a suitable container under the carburetor drain screw, loosen the screw and
drain the carburetor.

« After removing the carburetor, wrap the intake port of the engine with a shop towel or cover it with piece of tape to
prevent any foreign material from dropping into the engine.

NOTE

- If vehicle is to be stored for more than one month, drain the float chamber. Fuel left in the float chamber may cause

clogged jets resulting in hard starting or poor driveability.
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Fuel System

Troubleshooting

Engine won't start
« No fuel to carburetor
—No fuel in fuel tank
—Fuel filter clogged
— Fuel line clogged
— Float valve stuck
—Float level misadjusted
— Fuel tank breather hole clogged
— Fuel pump malifunction
» Too much fuel getting to the engine
—Air cleaner clogged
—Flooded carburetor
- Intake air leak
- Fuel contaminated/deteriorated
- Bystarter circuit clogged

Lean mixture

- Fuel jets clogged

« Float valve faulty

» Float ievel too low

- Fuel line restricted

« Carburetor air vent tube clogged
« Intake air leak

« Fuel pump malfunction

» Throttle valve operation faulty

Rich mixture

- Bystarter valve in ON position

- Float valve faulty

- Fioat level too high

- Air jets clogged

« Air cleaner element contaminated
+ Flooded carburetor

Engine stalls, hard to start, rough idling
- Fuel line restricted

- Ignition malfunction

+ Fuel mixture too lean/rich

- Fuel contaminated/deteriorated
- Intake air leak

- Idle speed misadjusted

» Fuel pump malfunction

- Air screw misadjusted

- Bystarter circuit clogged

+ Float level misadjusted

- Fuel tank breather hole clogged

Afterburn when engine braking is used
- Lean mixture in slow circuit

Backfiring or misfiring during acceleration
- Ignition system faulty
- Fuel mixture too lean

Poor performance (driveability) and poor fuel economy
- Fuel system clogged
- Ignition malfunction
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Fuel System

Carburetor Removal/Installation

(5)

DRAIN TUBE  HOLE IN THE SHROUD

Requisite Service

- Center cover removal/installation {page 2-4) + Air cleaner case removal/installation (page 5-7)
Procedure Q'ty Remarks
Removal Order Installation is in the reverse order of removal.
(1) | Carburetor top/throttle valve 1 Disassembly/assembly (page 5-4)
(2) | Drain tube 1 Disconnect from the carburetor.
NOTE

- When installing, insert the other end of the tube into the
hole in the shroud.

-

(3) | Fuel line
(4) | Oil outlet tube

-

NOTE

- Bleed air from the tube when installing.
{5). | Auto bystarter wire connector
(6) | Carburetor mounting bolt

(7) | O-ring

(8) | lnsulator

(9) | O-ring

(10)| Carburetor

-t ok - N)

Disassembly/assembly {page 5-5)
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Fuel System

Throttle Valve Disassembly/Assembly

(2)

(6)
(4)
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(5)

(7)

(3)
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CAUTION

- The carburetor top is an integral part of the throttle cable assembly. The top cannot be separated from the
assembly without causing damage to the cable.

Requisite Service

- Carburetor top/throttle valve removal/installation (page 5-3)

Procedure Q'ty Remarks

Disassembly Order Assembly is in the reverse order of disassembly.
(1) | Throttle cable

(2) | Throttle valve spring
(3) | Carburetor top gasket
(4) | Retainer

(5) | Jet needle

(6) | Needle clip

- ed o) ek ke

Remove from the jet needle.
Standard position: 3rd groove
(7) | Throttle valve 1
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Carburetor Disassembly/Assembly

(2)

(9)

(16)
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. - Requisite Service

« Carburetor removal/installation (page 5-3)

Procedure

Q'ty

Remarks

(1)
(2)
(3)
(4)

Disassembly Order
Auto bystarter

Auto bystarter cover
Screw

Auto bystarter set plate
Auto bystarter

- ed N e

Assembly is.in the reverse order of disassembly.

(5)
(6)
(7)
(8)
9)

Float chamber
Screw

Float chamber
O-ring

Float pin
Float/float valve

N == N

(10)
(11)
(12)
(13)
(14)
(15)

(186)

Carburetor body
Main jet

Main jet holder
Needle jet holder
Slow jet

Air screw

Throttle stop screw

Spring/0-ring
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NOTE

- After installing the carburetor, adjust the idle speed.
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Reed Valve Removal/Installation

(3)

CAUTION

- Do not disassemble or bend the reed stopper. To do so can cause loss of power and engine damage. If the stopper, ‘
reed or valve seat is faulty, replace them as a unit.

Requisite Service

- Luggage box removal/installation (page 2-4)

Carburetor removal/installation (page 5-3)

Procedure Qty Remarks
Removal Order Installation is in the reverse order of removal.
(1) | Left shroud mounting bolt 2
(2) | Left shroud 1
{3) | Intake manifold mounting bolt/clamp 4/1
(4) | Intake manifold 1
(5) | Gasket 1
(6) | Reed valve 1
(7) | Gasket 1
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Air Cleaner Case Removal/Installation

(4)

(2)

(6)

(5)

(6)612 (1.2, 9)

(7)

Air cleaner case

Procedure Q'ty Remarks

Removal Order Installation is in the reverse order of removal.
(1) | Tapping screw 5
(2) | Air cleaner case cover 1
(3) | Air cleaner element 1
(4) | Connecting tube band screw 1 Loosen.
(5) | Breather tube 1 Disconnect from the air cleaner case.
(6) | Air cleaner case mounting bolt/nut 2/1 NOTE

- Do not lose the nut.
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